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MES 1001 MARPOL On-site Gas 

Calibration Kit  
 

 

 

EASY ON-SITE GAS CALIBRATION: Easy on-site gas calibration of 

MES 1001 MARPOL analyzer.  

EASY TO USE: Simple operation with no special training 

required.  

STEP-BY-STEP: Instruction manual included.  

SAFE STORAGE: Safely storage of gas cylinder protecting the fixed 

flow regulator while performing on-site calibration.  

CALIBRATION KIT: The calibration kit contains the equipment 

for performing gas calibration. 

CARRY CASE: The calibration kit carry case has space for two gas 

cylinders and has a shoulder strap for carrying. 

RECYCLING TOOL: Recycling tool included for decommissioning 

the non-refillable gas cylinders which can be disposed of as normal 

aluminum waste.  
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Technical 

drawing
 

 

 

 

 
 

         All dimensions are in mm. 

 

Front view 

 

 

 

 

 

        Side view 

 

Technical specifications 
 

 

Parameter Description 

General 

Application On-site gas calibration of MES 1001 

MARPOL  

 

What’s in the Calibration Kit 

Content Carry case 

Fixed flow regulator incl. pressure 

gauge 

Gas tubing 2,5-meter incl. tube 

connector  

Recycling tool  

Instruction manual  

Dimensions  

Size (H x W) 530 x 356 mm 

Weight 2,8 kg 

Gases 

Span gas for 

calibration 

Gas cylinders are ordered separately 
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